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Easylights system and dimmer
Easylights Kit

It's innovative lighting system for rooms and cabins.

- 3-button keyboard switches with backlight for night
traceabiity.

- Possibility to connect up to 4 keyboards.

- Electronic device with 10A 24V cc network outlets
with protection fuses and intensity regulator, lighted
keyboards.

- Extremely reduced thickness of keyboards in order
to make installation possible even on very thin walls.

- Connection through flat telephone cable with RJ 45
plug.

- Interface card for keyboard connection with our
dimmer ELR1 or with auxiliary relais, if present.

- Keyboards for Vimar Idea, Gewiss Playbus, Living
International serie.

Innovative sistema di illuminazione per locali e
cabine.

- Tastiere interruttori fino a tre tasti con retro
illuminazione perrintracciabilita in notturna.

- Possibilita di connessione tra tastiera e tastiera.
- Attuatore elettronico con uscite arelé 10A 24V cc con
fusibili di protezione e regolatore d'intensita

illuminazione tastiere.

- Profondita tastiere ridotta al minimo per rendere
possibile I'installazione anche su pareti poco spesse.

- Connessione tramite cavo piatto telefonico con plug
RJ45.

- Scheda interfaccia per connessione tastiere con
nostro dimmer ELR1, o eventualirelé ausiliari.

- Tastiere per serie Vimar Idea. Gewiss Playbus,
Living International.
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Caratteristiche del Modulo RCAB :

- Tensione di alimentazione: 24V. C.C.

- Carico massimo per uscita : A Relé
Contatti N.O. 10A

- Contenitore : Noryl autoestinguente da
barra DIN (3 Moduli 52 mm)

- Temperatura di lavoro : 0°-40 ° C

- Led di presenza rete.

Romote Charnels Actustors Board

- Trimmer regolazione intensita luminosa
tastiere.
- Morsettiera di collegamento.

RCAB module technical data:

- Power supply : 24 V. C.C.

- Max range to each output :10A N.O.
contact relay

- Casing Material :Self-estinguishing
Noryl.

- Dimensions : 52mm x 90 mm x 58 mm
(3DIN)

- Operating Temperature : 0 - 40 ° C
- Signal LED power line ON.

- Keyboard light intensity regulator

- Terminal strip

Remate
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Caratteristiche del Modulo RCCB :
- Tensione di alimentazione: 24 V.
C.C.

- Contenitore : Noryl autoestinguente
da barra DIN ( 3 Moduli 52 mm )

- Temperatura di lavoro : 0°-40 ° C
- Led di presenza rete.

- Trimmer regolazione intensita
luminosa tastiere.

- Morsettiera per collegamento.

- Carico massimo per uscita 800 mA
a trnsistor

RCCB module technical data:

- Power supply : 24 V. C.C.

- Casing Material :Self-estinguishing
Noryl.

- Dimensions : 52mm x 90 mm x 58

mm (3 DIN )

- Operating Temperature : 0 - 40 ° C
- Signal LED power line ON.

- Keyboard light intensity regulator

- Terminal strip

- Max range to each output 800 mA

by transistor

Easy LIGHTS Kit system configuration
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RCAB
Remate Channels Actuators Board

FUSE INSIDE 10A
1 -2 OUTSIDE 1N O Max. 10A
3 -4 OUTSIDE 3 N.O Max. 10A
5. B OUTSIDE I N.OMax, 10A
7+ POWER SUPPLY 24V dc
L] - POWER SUPPLY 24V dc

flat cable 8 pin

— > Additional keyboard

Power line Lights line




Dimmer ELR124-12V DC 300 - 150 W
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Description: Descrizione:

Dimmer module for control of light Modulo di controllo dell'intensita

intensity 24V D.C. luminosain 24v c.c.

Relighting of the lights to the last value set-up, also in Riaccensione delle luci all'ultimo valore

case of unexpected power line missing. impostato anche in caso di improvvisa mancanza di
Ignition and switching off trough remote alimentazione

push-buttons with variation lightintensity Accensione e spegnimento tramite pulsanti remoti
keeping pressure to push-button. con variazione

dell'intensita mantenendo la pressione sui pulsanti.
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ELR1 D.C. LIGHT DIMMER

12V 150W - 24V 300W
FUSE INSIDE 15A ( E

1-2NEGATIVE OUT

3 -4 POSITIVE OUT

6 -7 POSITIVE IN
8-9 NEGATIVE IN
10-11 PUSH - BUTTON

_ﬂ

eeccescse
ELR 1 dimmer module technical data: Caratteristiche del modulo dimmer ELR1:
- Powersupply:10-31V.C.C. - Tensione di alimentazione: 10-31V.C.C.
- Maxrange to output: 300W24V.C.C./12.5A - Caricomassimoin uscita: 300 W 24V.C.C./12.5A
- Protection : Output power overload and overheating. - Protezioni: Termica e di massima corrent
- Casing Material :Self-estinguishing Noryl. - Contenitore: Noryl autoestinguente da barra DIN
- Dimensions : 52mm x 90 mm x 58 mm (3 DIN ) (3 Moduli 52 mm)
- Operating Temperature:5-40°C - Temperaturadilavoro:5-40°C
- Signal LED power line ON. - Led dipresenzarete.
- Signal LED operation software - Leddi attivita software.
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